


 (mm) (mm) (kg) (kN)  (mm) (mm) (kg) (kN)



(mm) (mm) (mm) (kg)  (kN) (mm) (mm) (kg)  (kN)

(mm) (mm) (mm) (kg) (mm)  (mm) (kg)



 (mm) (kg) (kN)  (mm) (kg) (kN)

Ú



(mm) (mm)  (kN) (kN) (mm) (mm) (mm) (kg)

(mm)  (mm)  (mm)  (mm)  (mm)



(mm) (mm) (mm)

(mm) (mm) (mm) (mm) (mm) (mm)



Ú

(kg)(mm) (mm) (mm) (mm)

(kg)(mm) (mm) (mm) (mm)



Can be mounted to any flat surface.

(kg)(mm) (mm) (mm) (mm) (mm)  (mm) (mm) (mm) (mm)



(mm) (kg)(mm)  (mm) (mm) (mm) (mm) (mm)



(mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm)

(mm) (mm) (mm) Lbs(kN)

(kg)(mm) (mm) (mm) (mm)



(mm) (mm) (mm) (mm) (mm) (mm) (mm)

(kg) (kg) (mm) (mm) (mm) (mm) (mm) (mm) (kN)



(mm) (mm) (mm) (mm) (mm)  (mm) (mm)
 (6.67 kN)

(mm) (kg)

(25.4) (38.1) (50.8) (63.5) (76.2) (101.6)

(3.34 kN)



 (8.90 kN)

(mm) (mm) (mm) (mm) (mm)

(kg)

Design Load (Upright Channel)

(kN) (kN) (kN) (kg)

Design Load (Upright Channel)

(kN) (kN) (kN)



(19.1mm) (25.4mm) (31.8mm)  (38.1mm)  (50.8mm) (63.5mm)

25.4mm

38.1mm

50.8mm

63.5mm

76.2mm

101.6mm

127.0mm

152.4mm

203.2mm

254.0mm

304.8mm



(76.2mm) (101.6mm) (127.0mm) (152.4mm) (203.2mm) (254.0mm) (304.8mm)

76.2mm

101.6mm

127.0mm

152.4mm

203.2mm

254.0mm

304.8mm



(cm3) (cm3)



(cm3) (cm3)



(mm) (mm) (kg/m)
(mm) (mm) (kg/m) (kg/m)

(mm) (mm) (mm) (kg/m)) (kg/m) (mm) (mm) (mm) (kg/m)) (kg/m)



Exception: If made up with threaded couplings, it shall be 
permissible to support straight runs of rigid metal conduit 
in accordance with Table 344.30 (B)(2), provided such 
supports prevent transmission of stresses to termination 

(mm) (mm) (mm) (kg/m) (kg/m) (kg/m)

 (m)  (m)

 (mm)  (m)

(mm) (mm) (kg/m) (kg/m)



(mm) (mm) (kg/m) (kg/m)(mm) (mm) (kg/m) (kg/m)


